
APPLICAZIONI AUTO

DACIA

DACIA DUSTER 

(HS_)

Modello Anno di 

Produzion

e

Cil KW CV Cilindri Alimentazi

one

Codice 

Motore

DUSTER (HS_) 2010-04-01 

- 2018-01-

01

1461 ccm 63 KW 86 CV 4 Cilindri Diesel K9K 796

DUSTER (HS_) 2010-04-01 

- 2018-01-

01

1598 ccm 77 KW 105 CV 4 Cilindri Benzina K4M 696

DUSTER (HS_) 2010-04-01 

- 2018-01-

01

1461 ccm 63 KW 86 CV 4 Cilindri Diesel K9K 830

DUSTER (HS_) 2010-04-01 

- 2018-01-

01

1598 ccm 77 KW 105 CV 4 Cilindri Benzina K4M 690

DUSTER (HS_) 2010-06-01 

- 2018-01-

01

1598 ccm 77 KW 105 CV 4 Cilindri Benzina K4M 606

DUSTER (HS_) 2010-06-01 

- 2018-01-

01

1461 ccm 79 KW 107 CV 4 Cilindri Diesel K9K 896

DUSTER (HS_) 2010-08-01 

- 2018-01-

01

1598 ccm 77 KW 105 CV 4 Cilindri Benzina/Et

anolo

K4M 696

DUSTER (HS_) 2010-10-01 

- 2018-01-

01

1461 ccm 81 KW 110 CV 4 Cilindri Diesel K9K 858

DUSTER (HS_) 2010-10-01 

- 2018-01-

01

1461 ccm 66 KW 90 CV 4 Cilindri Diesel K9K 892

DUSTER (HS_) 2010-10-01 

- 2018-01-

01

1461 ccm 81 KW 110 CV 4 Cilindri Diesel K9K 898

DUSTER (HS_) 2010-10-01 

- 2018-01-

01

1461 ccm 66 KW 90 CV 4 Cilindri Diesel K9K 884

DUSTER (HS_) 2010-10-01 

- 2018-01-

01

1461 ccm 81 KW 110 CV 4 Cilindri Diesel K9K 856

DUSTER (HS_) 2010-10-01 

- 2018-01-

01

1461 ccm 66 KW 90 CV 4 Cilindri Diesel K9K 612

DUSTER (HS_) 2011-04-01 

- 2018-01-

01

1598 ccm 77 KW 105 CV 4 Cilindri Benzina/Ga

sauto 

(GPL)

K4M 642

DUSTER (HS_) 2011-04-01 

- 2018-01-

01

1598 ccm 77 KW 105 CV 4 Cilindri Benzina/Ga

sauto 

(GPL)

K4M 616
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